
How to Operate Prosilica GC1380H & GC2450 CCD

• Connect Prosilica to PC via Ethernet cable (Cat 5e or better); use the secondary Ethernet card 
labeled “detector only.” Power up.

• Turn on the computer, and log in.
• Username = dpuser
• Contact DP staff for the password
• Or, use the sector’s LDAP account (see beamline personnel)

• The start-up screen (shown right) will appear. 
• Select “Prosilica” from the dropdown menu
• Choose the correct model number
• Select a bit depth (8 for faster frame rate, 16 for better contrast)
• Click “Start” to start the IOC, medm, and ImageJ (if desired)

• EPICS areaDetector help:
– http://cars9.uchicago.edu/software/epics/areaDetectorDoc.html

http://cars9.uchicago.edu/software/epics/areaDetectorDoc.html


EPICS IOC and MEDM

Use the “Plugins” section to enable desired plugins
 NDPluginStdArrays must be enabled to allow viewing in ImageJ

 Remember to enable AutoSave if you want to save images to disk



ImageJ Viewer

• Remember to hit the “Start” Button
• EPICS PV: DP_Prosilica1:image1:

– The is from the “Image Plugin”
– Should be highlighted green

• If you have problems, close the plugin, take some images 
from the MEDM screen, and then restart the Viewer. 

– You can re-start from the main ImageJ widget
• Plugins  EPICS_areaDetector  EPICS AD Viewer



ImageJ Viewer

• Remember…
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